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The choice is largely dependent upon the screening level required

and the braid termination method.

The three principal backshell types are:

Tinel Backshells

The Tinel ring is used  to terminate copper cable braid directly onto 

the rear of the backshell.

The adapter entry size and ring designator must be selected to suit 

the cable diameter and braid type.

Sealing and strain relief by heat shrink boot.
 

Band Backshells

Screen termination by stainless steel band.

Sealing and strain relief by heat shrink boot.
 

Spring Backshells

Tool-free screen termination by stainless steel constant-force spring. 

Sealing and strain relief by heat shrink boot.
 

Mege Teknik offers backshells for unscreened and screened

termination systems.

Manufactured from aluminum with a cadmium finish.

Suitable for D38999 Series III circular connectors.

Straight, and 90° configurations are available.

Strain reliefs backshells are cost effective cable holding option 
when environmental protection is not concern, and weight saving is 
a major consideration.
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MEGE Backshell Part Numbering System

Product Class

Type

C: Circular 

Sub-Type

01: D38999 Series III, Screened Termination

02: D38999 Series III, Non-Screened Termination

Material

W: Aluminum with Cadmium Finish

Angle

00: Straight

90: 90°

Shell Size

Table 1,3,5,7,8

Entry Size

Table 2,4,6

Braid Assembly Type

T: Tinel

B: Band

S: Spring

TBR: All

Detail

R1: Ring for 1 Braid

M G B - C 0 1 - W - 0 0 - 0 9 0 4 - T R 1
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Tinel termination method.

Sealing and strain relief by heat shrink boot.

SHELL SIZE
MAX. ENTRY 

SIZE TYPE
THREAD

9 4 M12 x 1.0

11 7 M15 x 1.0

13 8 M18 x 1.0

15 10 M20 x 1.0

17 12 M25 x 1.0

19 14 M28 x 1.0

21 16 M31 x 1.0

23 18 M34 x 1.0

25 20 M37 x 1.0

TABLE-1

ENTRY SIZE A +0.25-0.5 B DIA. (MIN.-MAX.) C DIA.

4 6,35 9.39-9.56 13,97

5 7,92 10.97-11.13 15,54

6 9,52 12.57-12.73 17,14

7 11,09 14.12-14.31 18,71

8 12,7 15.72-15.91 20,32

10 15,87 18.84-19.11 23,49

12 19,05 22.02-22.28 26,67

14 22,23 25.17-25.46 29,84

16 25,4 28.34-28.63 33,02

18 28,57 31.52-31.81 36,19

20 31,75 34.69-34.98 39,37

TABLE-2
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Spring termination method.

Sealing and strain relief by heat shrink boot.

SHELL SIZE THREAD

9 M12 x 1.0

11 M15 x 1.0

13 M18 x 1.0

15 M22 x 1.0

17 M25 x 1.0

19 M28 x 1.0

21 M31 x 1.0

23 M34 x 1.0

25 M37 x 1.0

TABLE-3

ENTRY SIZE A MIN. B MAX. SPRING REF.

3 4,7 13,9 HE050

4 6,3 13,9 HE050

5 7,9 15,5 HE100

6 9,5 17,2 HE100

7 11,1 18,7 HE100

8 12,7 20,3 HE200

9 14,2 21,9 HE200

10 15,8 23,5 HE200

11 17,4 25,1 HE200

12 19 26,7 HE300

13 20,6 28,3 HE300

14 22,2 29,9 HE300

15 23,8 31,5 HE300

16 25,4 33,1 HE300

17 27 34,7 HE400

18 28,6 36,3 HE400

19 30,2 37,9 HE400

20 31,8 39,5 HE400

21 33,3 41,1 HE400

22 35 42,7 HE400

23 36,5 44,3 HE400

24 38,1 45,9 HE400

TABLE-4
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Band termination method.

Sealing and strain relief by heat shrink boot.

SHELL SIZE THREAD

9 M12 x 1.0

11 M15 x 1.0

13 M18 x 1.0

15 M22 x 1.0

17 M25 x 1.0

19 M28 x 1.0

21 M31 x 1.0

23 M34 x 1.0

25 M37 x 1.0

TABLE-5

ENTRY SIZE A MIN. B MAX.

3 4,7 13,9

4 6,3 13,9

5 7,9 15,5

6 9,5 17,2

7 11,1 18,7

8 12,7 20,3

9 14,2 21,9

10 15,8 23,5

11 17,4 25,1

12 19 26,7

13 20,6 28,3

14 22,2 29,9

15 23,8 31,5

16 25,4 33,1

17 27 34,7

18 28,6 36,3

19 30,2 37,9

20 31,8 39,5

21 33,3 41,1

22 35 42,7

23 36,5 44,3

24 38,1 45,9

TABLE-6
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Strain reliefs backshell.

Straight (Angle:00).

MIN. MAX.

9 A M12 x 1.0 – 6H 21,8 23,1 21,6 2,5 5,9

11 B M15 x 1.0 – 6H 25 23,1 22,9 3,9 5,9

13 C M18 x 1.0 – 6H 29,4 25,7 27,9 4,8 8,3

15 D M22 x 1.0 – 6H 32,5 26,9 29,2 6,6 11,6

17 E M25 x 1.0 – 6H 35,7 29,5 33 7,2 15,6

19 F M28 x 1.0 – 6H 38,5 35,8 38,1 8,3 16,1

21 G M31 x 1.0 – 6H 41,7 38,4 40,6 8,7 17,7

23 H M34 x 1.0 – 6H 44,9 42,2 43,2 9,7 20,9

25 J M37 x 1.0 – 6H 48 44,7 45,7 10,6 21,7

A DIA. MAX. B MAX. C MAX.
CABLE ENTRY

TABLE-7

SHELL SIZE SHELL SIZE REF. THREAD CLASS 2B
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SHELL SIZE SHELL SIZE REF. THREAD CLASS 2B A DIA. MAX. B C D MAX.

MIN. MAX.

9 A M12 x 1.0 – 6H 21,8 25,7 25,4 21,6 2,5 5,9

11 B M15 x 1.0 – 6H 25 25,7 27,9 22,9 3,9 5,9

13 C M18 x 1.0 – 6H 29,4 30,7 27,9 27,9 4,8 8,3

15 D M22 x 1.0 – 6H 32,5 32 31,8 29,2 6,6 11,6

17 E M25 x 1.0 – 6H 35,7 35,8 33 33 7,2 15,6

19 F M28 x 1.0 – 6H 38,5 38,4 34,3 38,1 8,3 16,1

21 G M31 x 1.0 – 6H 41,7 42,2 40,6 40,6 8,7 17,7

23 H M34 x 1.0 – 6H 44,9 44,7 44,5 43,2 9,7 20,9

25 J M37 x 1.0 – 6H 48 73,9 47 45,7 10,6 21,7

CABLE ENTRY

TABLE-8

Strain reliefs backshell.

90° (Angle:90).
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